
Sales@SeismicSource.com    |         Seismic-Source-Co    |        iSeis@SeismicSourceCo    |    www.SeismicSource.com 

Bird Dog 3 
  Hydrophone 
    Test Option 
Independent Hydrophone 
       Analysis System 

 
BD3 Hydrophone Test Option: 
 Measures electrical and acoustic properties 
 Includes Sound Tube and Amplifier for inde-

pendent testing and analysis 
 Included PC software utilizes MS Excel com-

patible interface for statistical analysis  and 
report creation 

 

Hydrophone Testing Features: 
 Measure hydrophone performance 

in the shop or field 
 QC individual hydrophones or 

streamer sections 
 Assures clients that hydrophones 

are functioning correctly 
 GPS based time and location saved 

for every record 

Hydrophone QC Software: 
 Controls BD3 unit, plus offloads 

test data files 
 Measures electrical and acoustic 

properties 
 Verifies hydrophone accuracy 

and output 
 Generates and Stores reports 
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BD3 Hydrophone Test Option (cont.) 
 

        

 

BD3 Hydrophone Test Option Includes: 
 Bird Dog Hydrophone QC kit with: 

 Hydrophone Sound Tube – Provides Uniform Input to Hydrophone Elements 
 Hydrophone Amplifier – Matches Hydrophone Output to BD 3 
 Hydrophone Cable Set – Matching cables and connectors for hydrophones 

and tester 
 

 

BD3 Hydrophone Test  
 Option Requires: 

 Bird Dog3-3 Unit with: 
 Power Cable 
 CAT5 Computer Interface Cable 

     Or: 
 Bird Dog3-11 Unit with: 

 Power Cable 
 CAT5 Computer Interface Cable 

     Or: 
 Portable Bird Dog3 Unit with: 

 CAT5 Computer Interface Cable 
 Charger for Internal Battery  

 


